






































































































































































































































































































































































































































































































































3A SANITARY

Electronic Pressure Catalog > 3A Sanitary > F-20-3A

1.89

2.60

3A SANITARY

—1/2NPT CONDUIT
i / CONNECTION

1.24

1.50

1.06

PROCESS CONNECTION DN Mb H
3/4” Tri-Clamp® 0.98” 0.6 6.3”
1.5” Tri—CIamp® 1.97 1.0” 6.2”
2.0" Tri-Clamp® 2.52" 1.6” 6.2"

Ouput signal: 4 to 20mA, 2-wire

Conduit connection: 1/2"npt-female

Process wetted materials: 316L SS, electropolished
System fill fluid: Mineral oil, KN92 (Glycerine for 3/4” Tri-Calmp® with positve pressure)

Optional cable gland:
Ingress protection
NEMA 6/ IP 68

per IEC 60 529

Process Connection
Range 3/4” Tri-Clamp® 1.5” Tri-Clamp® 2.0” Tri-Clamp®
Oto 15 psi n/a 50236407 50236512
0to 25 psi n/a 50236415 50236521
0to 30 psi n/a 50236423 50236539
0 to 50 psi n/a 50236431 50236547
0to 60 psi 50236334 50236440 50236555
0 to 100 psi 50236351 50236458 50236563
0 to 160 psi 50236369 50236466 50236571
0 to 200 psi 50236377 50236474 50236580
0 to 300 psi
0 to 500 psi --- --- ---
0 to 1,000 psi --- --- ---
-30"Hg Vac n/a 50236482 50236598
-30"Hg to 30 psi n/a 50236491 50236601
-30"Hg to 60 psi 50236393 50236504 50236610
-30"Hg to 100 psi --- --- ---
-30"Hg to 200 psi --- --- ---
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For full specifcations, visit www.wika.com to download datasheet F-20-3A or call 1-800-381-6549
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Wiring

2-wire system

3A SANITARY

3-wire system

UB+/Sig+

o

N

1

Test-
Test+

0V/Sig-

UB+

[%)

=

@ ,|0VISig-

Sig+

|||_%

Legend:

power supply
load (e.g. display)

Sig+ output signal positive
UB+ power supply positive
0V  power supply negative
Sig - output signal negative

For full specifcations, visit www.wika.com to download datasheet F-20-3A or call 1-800-381-6549
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3A SANITARY

Electronic Pressure Catalog > 3A Sanitary > F-20-3A

3A SANITARY

F-20-3A Smart Codes for Custom Order Confgurations

Fieldno. Code Feature

Signal output
4...20 mA, 2-wire

0...10V, 3-wire (Supply 14-30 V)

0...5V, 3-wire

1 Other - please specify

psi

InWC

-30inHg ...

2 Other - please specify
Pressure range
O 1

-30inHg ...30 psi?

-30inHg ...60 psi

-30inHg ...100 psi

-30inHg ...160 psi

-30inHg ...200 psi

0InWC ... 50 InwWC *2

0 InWC ... 100 InWC *2

Opsi...5psi +2
Opsi...10psit2
Opsi...15psit
Opsi...30psi*
O psi... 60 psi
0 psi ... 100 psi
0 psi ... 160 psi
0 psi... 200 psi
0 psi ... 300 psi
0 psi ... 400 psi
0 psi ... 500 psi
0 psi ... 600 psi
O psi... 750 psi
0 psi ... 1,000 psi
3 0 psi ... 1,500 psi

¥4 Tri-Clamp®

Process connection I

1%%” Tri-Clamp®

2.0" Tri-Clamp®

2%5" Tri-Clamp®

3.0" Tri-Clamp®

4.0”Tri-Clamp®

Other - please specify

174 For full specifcations, visit www.wika.com to download datasheet F-20-3A or call 1-800-381-6549
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3A SANITARY

F-20-3A Smart Codes for Custom Order Confgurations (cont’d)

Fieldno. Code Feature

Material of wetted parts
316L SS (1.4435) electropolished

Hastelloy® C276 (2.4819)

PFA coated 316L SS (FDA approved)

IN

Other - please specify
Fill fuid
KN 7 - Glycerine (note 3 & 4)

KN 93 - Food grade silicone oil (note 3)

KN 59 - NEOBEE® M20

KN 92 - Mineral oil (liquid para®n)

(&)]

Other - please specify
Electrical connection
%" NPT female conduit (IP 67)

Stainless steel cable gland (IP 68)

]

Other - please specify
Quiality certifcates
Without

Certifcate - electropolish
w/ nominal surface fnish

Certifcate - EN 10 204 3.1B (material traceable)

Certiifcate of Compliance (C of C)

Certifcate - NIST calibration

~

Other - please specify
Additional order details
Without

Additional text

Notes:

(1) Not available with 34" Tri-CIamp® process connection

(2) Consult WIKA for suitable process connection size

(3) Not recommended for vacuum or compound pressure ranges

(4) Standard ofering for 4" Tri-CIamp® with positive pressure ranges

For full specifcations, visit www.wika.com to download datasheet F-20-3A or call 1-800-381-6549
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NOTES
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NOTES:
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For over 60 years, WIKA Instrument Corporation has continuously
advanced pressure gauge, transmitter and temperature measurement
instrumentation. As the global leader in lean manufacturing, WIKA
ofers a broad selection of stock and custom instrumentation solutions,
which are often available for distribution within days. Producing over
43 million gauges, diaphragm seals, transmitters and thermometers
worldwide annually, WIKA's extensive product line provides measure-
ment solutions for any application. The WIKA sales team, along with
its customer service and technical staf members, are ready to share
their extensive product and industry knowledge to make your business
experience with WIKA productive and progressive.

Explosion-proof
Pressure Transmitter

WIKA provides distinctive service and support to our channel

partners and customers:

¢ Award winning U.S.-based manufacturing, sales and ordering
customer service and technical support

e Certifed technical specialists who conduct Best Practice
Instrument Reviews with performance improvement reports

* Anin-house engineering team for product customization and innovation

General Purpose = Proven capabilities to connect with customer business processes

Pressure Transmitter for ordering and inventory management

* Web-based customer service features, including RFQs, literature
request and competitor product cross reference

WIKA Instrument Corporation
1000 Wiegand Boulevard
Lawrenceville, GA 30043

Toll Free 1-800-381-6549 ®
Tel (770) 513-8200 Fax (770) 338-5118 WI K A
tronic@wika.com « www.wika.com/tronic

TC11-6,000 09/11 © WIKA Instrument Corporation
All rights reserved
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