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ACCESSORIES

 Accessories  >  910.11.100, 910.11.200, 910.11.300

flow

Type 910.11.100
Mini Needle Valves

Connection Body material Size Part number List price
 Female-Female   Brass

⅛" NPT 4266120 $33.30 
¼" NPT 4266138 $33.30

  Carbon steel
⅛" NPT 4266146 $34.10
¼" NPT 4266154 $34.10

  Stainless steel
⅛" NPT 4266162 $82.40
¼" NPT 4266171 $82.40

 Male-Female   Brass
⅛" NPT 4266189 $33.30
¼" NPT 4266197 $33.30

  Carbon steel
⅛" NPT 4266201 $34.10
¼" NPT 4266219 $34.10

  Stainless steel
⅛" NPT 4266227 $82.40
¼" NPT 4266235 $82.40

 Male-Male   Brass
⅛" NPT 4266243 $33.30
¼" NPT 4266251 $33.30

  Carbon steel
⅛" NPT 4266260 $34.10
¼" NPT 4266278 $34.10

  Stainless steel
⅛" NPT 4266286 $82.40
¼" NPT 4266294 $82.40

Note: Stock items shown in bold print.

flow

Type 910.11.200
Block & Bleed Needle Valves

Connection Seat Body material Size Part number List price
Female-Female

Hard 
seat

Carbon 
steel

¼" NPT 4339682 $73.60 
½" NPT 4339691 $76.30

Stainless
steel

¼" NPT 4339704 $147.60
½" NPT 4339712 $168.30

Male-Female Carbon 
steel

¼" NPT 4339721 $78.30
½" NPT 4339739 $82.80

Stainless
steel

¼" NPT 4339747 $175.95
½" NPT 4339755 $187.75

Female-Female

Soft 
seat

Carbon 
steel

¼" NPT 4339763 $73.60
½" NPT 4339771 $78.50

Stainless
steel

¼" NPT 4339780 $148.90
½" NPT 4339798 $160.05

Male-Female Carbon 
steel

¼" NPT 4339801 $79.45
½" NPT 4339810 $84.10

Stainless
steel

¼" NPT 4339828 $177.25
½" NPT 4339836 $190.35

flow

Type 910.11.300
Multi-Port Needle Valves

Connection Seat Body material Size Part number List price
Male-Female

Hard
seat

Carbon 
steel

½" NPT 4339844 $96.15
¾" male X ½" female NPT 4339852 $99.55

Stainless
steel

½" NPT 4339861 $202.90
¾" male X ½" female NPT 4339879 $215.65

Soft
seat

Carbon 
steel

½" NPT 4339887 $78.75
¾" male X ½" female NPT 4339895 $82.95

Stainless
steel

½" NPT 4339909 $160.80
¾" male X ½" female NPT 4339917 $173.65

flow

Brass mini-valves sup-
plied with knurled knob 
standard.  

Carbon steel and stainless steel 
 mini-valves supplied with T-handle.
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ACCESSORIES

 Accessories  >  910.12.100, 910.12.200, 910.12.300

Type 910.12.100
Porous Snubbers

Application Material Connection Pressure rating Part number List price
Air, steam, gas Brass ¼" M  x ¼" F 5,000 psi 4341503 $9.55 
Light oil, water Brass ¼" M x ¼" F     5,000 psi 4341511 $9.55
Air, steam, gas SS ¼" M x ¼" F 15,000 psi 4001524 $34.20
Air, steam, gas Brass ½" M x ½" F 5,000 psi 50409671 $55.10
Air, steam, gas SS ½" M x ½" F 15,000 psi 50409662 $93.60

Type 910.12.200
Piston Snubbers¹

Material Connection Pressure rating Part number List price

Brass
¼" NPT 5,000 psi 4201639 $85.00
½" NPT 5,000 psi 4201647 $127.65

316 SS
¼" NPT 15,000 psi 4201655 $155.25
½" NPT 15,000 psi 4201663 $224.25

¹ Supplied with five pistons for light to heavy snubbing

Type 910.12.300
Throttling Snubbers²

Material Connection Pressure rating Part number List price

Brass
¼" NPT 3,400 psi 50334603 $95.05
½" NPT 3,400 psi 50334611 $118.45

316 SS
¼" NPT 5,800 psi 50334620 $186.35
½" NPT 5,800 psi 50334638 $207.30

² Includes a stainless steel needle valve

Note: Stock items shown in bold print.

910.12.100

910.12.300

910.12.200
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ACCESSORIES

 Accessories  >  910.13, 910.14.100, 910.14.200, 910.14.300

Type 910.13
Over-pressure Protector

Range (psi) Range (bar) Part number List price
  6 to 35   0.4 to 2.5 9091963 $456.00
  30 to 85   2 to 6 9091971 $426.00
  85 to 365   5 to 25 9091980 $426.00
  290 to 870   20 to 60 0690600 $426.00
  725 to 3,625   50 to 250 0690619 $426.00
  3,500 to 5,800   240 to 400 1615130 $426.00
  5,800 to 8,700   400 to 600 50311115 $468.00
Factory set over-pressure protectors
  6 to 35   0.4 to 2.5 50681222 $555.00
  30 to 85   2 to 6 50681231 $525.00
  85 to 365   5 to 25 50681249 $525.00
  290 to 870   20 to 60 50681257 $525.00
  725 to 3,625   50 to 250 50681265 $525.00
  3,500 to 5,800   240 to 400 50681273 $525.00
  5,800 to 8,700   400 to 600 50681281 $568.00

Type 910.14.100
Test Port Plugs

Material Connection Pressure rating Plug core Max. temp rating Part number List price
Brass  ¼" NPT male 1,000 psi neoprene 200°F 4339950 $7.80
Brass  ½" NPT male 1,000 psi neoprene 200°F 4339968 $9.70
Brass  ¼" NPT male 1,000 psi nordel 350°F 4343591 $7.80
Brass  ½" NPT male 1,000 psi nordel 350°F 4343603 $8.60

Type 910.14.200
NPT to Metric Adaptors

    Material Description Part number List price
  Brass  ¼" NPT female to G¼ B male 0084514 $40.80
  Brass ½" NPT female to G½ B male 0187143 $40.80
  Stainless steel  ¼" NPT female to G¼ B male 1247573 $97.45
  Stainless steel ½" NPT female to G½ B male 0634603 $97.45

Type 910.14.300
Couplings (for siphons)

Connection Body material Part number List price

¼" X ¼" 
NPT female

Brass 1652974 $25.85
Steel 1652982 $25.65

Stainless steel 1652990 $47.50

½" X ½" 
NPT female

Brass 1653008 $43.20
Steel 1653016 $30.85

Stainless steel 1653024 $88.50
Chr. moly 1601040 $184.00

Note: Stock items shown in bold print.

910.13

910.14.100

910.14.200

910.14.300
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ACCESSORIES

 Accessories  >  Pressure Gauge Accessories

Pressure Gauge Accessories

Inspection Certificate 2.2 Code Charge per line item  
or per gauge List price 

Certificate of Pressure Test Up to Overpressure Limit DK per Line Item $37.50
Certificate of Class and Accuracy F1 per Line Item $59.00
Certificate of Oxygen Cleanliness to ASME B40.100 Level IV S0 per Line Item $59.00
Certificate of Silicone Free Product S1 per Line Item $59.00
Certificate of FDA-Conform Filling-Fluid S2 per Line Item $59.00
Certificate to Weather Protection to IP65 S3 per Line Item $35.00
Certificate of Surface Roughness of Diaphragm Ra < 0.5µm S4 per Line Item $59.00
Certificate of Zone 0 flame proof throttle according ATEX S5 per Line Item $59.00
Certificate of Leak Testing S6 per Line Item $59.00
Certificate of 3-A Approval S7 per Line Item $59.00
Confirmation EHEDG Certification S8 per Line Item $59.00
Certificate of Manufacturing According to State of the Art K1 per Line Item $37.50
Material Certificate: wetted parts material (metal contents) A1 per Line Item $59.00
NACE Certificate: MONEL® wetted parts material content 
per NACE MR0175 latest edition,  
with *NACE SOUR GAS SERVICE* printed on dial.

per Gauge No charge

NACE Certificate: 316L SS wetted parts material content 
per NACE MR0175 latest edition,  
with *NACE SOUR GAS SERVICE* printed on dial.

N3 per Gauge $23.50

Inspection Certificate 3.1 Code Charge per line item  
or per gauge List price 

Leak Rate Test: measuring system; leak rate < 10E-3 mbar l/s C3 per Gauge $90.00
Leak Rate Test: measuring system; leak rate < 10E-5 mbar l/s C5 per Gauge $90.00
Leak Rate Test: measuring system; leak rate < 10E-7 mbar l/s C7 per Gauge $102.00
Leak Rate Test: measuring system; leak rate < 10E-8 mbar l/s C8 per Gauge $102.00
Leak Rate Test: measuring system; leak rate < 10E-9 mbar l/s C9 per Gauge $112.00
Hydrostatic Test: 1.3 x full scale range; duration 5 minutes DA per Gauge $43.50
Hydrostatic Test: max. static (working) pressure; duration 15 min DB per Gauge $102.00
Pressurized Welding Seams Carried Out by Certified Welder S1 per Gauge $86.00
Zone 0 Flame Proof Throttle According to Atex S2 per Gauge $74.50
Material Certificate 3.1: wetted parts material (metal contents)  
including chemical analysis A3 per Gauge $26.00

N.I.S.T. Certificates of Calibration 
(traceable to National Institutes of Standards and Technologies) Code Charge per line item  

or per gauge List price 

For gauges with ±3/2/3% to 0.5% of span accuracy CC per Gauge $151.00
For gauges with ±0.25% of span accuracy (3XX.XX test gauges) CC per Gauge $182.00
For gauges with ±0.10% of span accuracy (342.XX test gauges) CC per Gauge $242.00
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ACCESSORIES

 Accessories  >  Pressure Gauge Accessories

Pressure Gauge Accessories

Special artwork charges for pressure gauges 
(one time charges per model and range)¹ NET price

Custom Logos

    Logo, black and white only (applied to one part number) $210.00 NET

    Logo, up to 3 colors (applied to one part number) $250.00 NET

    Logo, up to 6 colors (applied to one part number) $350.00 NET

    Charge to add existing logo to another part number $45.00 NET

Special pressure scales (applies to non-standard ranges & scales) *

    Single pressure scale  
        (eg PSI, BAR, KPA, Kg/cm²) $150.00 NET *

    Dual pressure scales  
        (eg PSI/BAR, PSI/KPA, BAR/Kg/cm²) $200.00 NET *

    Calculated pressure scales  
        (eg Tons on Ram, Refrigerant scales, flow, etc.) $250.00 NET

Line imprints

Single line imprint (30 characters max) $65.00 NET

Two line imprint (30 character max per line) $120.00 NET

¹ Custom artwork maintained by WIKA for a maximum of 2 years from date of 
   last shipment.  New charges are required to recreate discarded artwork.

Drawings & Datasheets Charge per Line Item  
or per Instrument List price 

Certified Drawings 
(without customer specific information) per line item $35.00

Certified Drawings 
(with customer specific information) per instrument $105.00

Revisions to drawings per drawing $53.00

Product datasheets per line item N/C

Instrument tagging Charge per line item  
or per instrument List price 

SS Tag with up to 4 lines, 20 character per line,  
attached to instrument with SS wire per lnstrument $9.50

Paper tag with up to 4 lines, 20 character per line,  
attached to instrument with cotton string per lnstrument $3.50

* See page 178 for standard pressure ranges and scales
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ACCESSORIES

 Accessories  >  Pressure Gauge Accessories

Fill liquids - sold separately
Fill liquid Size (Volume) Part number List price

Glycerine
Gallon (128 oz.) 251 $55.35
Squirt bottle (8 oz.) 204 $9.55

Silicone oil
DC 200 -1000 cst

Gallon (128 oz.) 279 $341.00
Squirt bottle (8 oz.) 207 $34.60

Halocarbon® Squirt bottle (8 oz.) 206 Consult factory
Fluorolube® Squirt bottle (8 oz.) 277 Consult factory

Pressure gauge tools
Description Part number List price

Cover ring remover for Type 213.40 - 2½" 1456784 $51.00
Pointer puller tool 9091823 $128.00
Spare tip for pointer puller tool 1400401 $35.00
Threaded ring tool (for Type 2XX.34- 4½") 1031589 $16.00

Pointer puller adaptor for “Long-Hub” 
Pointers (use with #9091823 above)

2246954 $15.00
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REFERENCES

 References   >  Available Dial Artwork

Available Dial Artwork

To order type 2XX.34 gauges with dual scale psi / ft. H2O 
dials, specify gauge part number + the following numbers:
XXX = psi range desired
Ex:  232.34   4½"  XXX  psi  / ft. H2O  ½" L 
There is no additional charge or minimum quantity for this 
option in the ranges listed above.

NOTE:
WIKA is capable of producing almost any type of custom artwork, including 
special scales, fonts and logo's. Please contact your WIKA distributor or the 
factory for availability and lead times.

Standard pressure ranges for all sizes
(All ranges not stocked)

Single scale ranges Dual scale ranges (psi / ...)
psi bar kPa /kg-cm² /bar /kPa

30" Hg/0 (VAC)   -1   -100   -1   -1   -100
30" Hg/0/15 psi   -1 / +1   -100 / +100   -1 / +1   -1 / +1   -100 / +102
30" Hg/0/30 psi   -1 / +2.5   -100 / +250   -1 / +2.1   -1 / +2   -100 / +205
30" Hg/0/60 psi   -1 / +4   -100 / +400   -1 / +4.2   -1 / +4   -100 / +410
30" Hg/0/100 psi   -1 / +6   -100 / +600   -1 / +7   -1 / +6.8   -100 / +680
30" Hg/0/160 psi   -1 / +10   -100 / +1,000   -1 / +11   -1 / +11   -100 / +1,100
30" Hg/0/200 psi   -1 / +16   -100 / +1,600   -1 / +14   -1 / +13.5   -100 / +1,380
0/10   0/0.6   0/60 -- --   0/69
0/15   0/1   0/100   0/1.04   0/1.02   0/100
0/30   0/2.5   0/250   0/2.1   0/2.05   0/200
0/60   0/4   0/400   0/4.2   0/4.1   0/410
0/100   0/6   0/600   0/7   0/6.8   0/690
0/160   0/10   0/1,000   0/11.2   0/11   0/1,100
0/200   0/16   0/1,600   0/14   0/13.5   0/1,350
0/300 -- -- 0/21   0/20.5   0/2,050
0/400   0/25   0/2,500   0/28   0/27   0/2,700
0/600   0/40   0/4,000   0/43   0/41   0/4,100
0/800 -- --   0/56   0/55   0/5,400
0/1,000   0/60   0/6,000   0/70   0/68   0/6,800
0/1,500   0/100   0/10,000   0/104   0/102   0/10,200
0/2,000   0/160   0/16,000   0/140   0/135   0/13,500
0/3,000   0/250   0/25,000   0/210   0/205   0/20,500
0/5,000  --   0/350   0/340   0/34,000
0/6,000    0/400   0/40,000   0/420   0/410   0/41,000
0/7,500   0/530   0/517   0/50,000
0/10,000   0/600   0/60,000   0/700   0/690   0/68,000
0/15,000   0/1,000   0/100,000   0/1,050   0/1,030   0/102,000
0/20,000   0/1,600   0/160,000   0/1,400   0/1,380   0/137,000

PSI / Ft. H2O dual scales 
For type 2XX.34 - 4 ½"

PSI Ft. H2O
30/0/15 -34/0/34
30/0/30 -34/0/70
15 34
30 70
60 140
100 230
160 370
200 460
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REFERENCES

 References   >  Standard Dial Layouts

Accuracy (+/-) 3/2/3%, 2.5%, 1.5% (+/-)  2/1/2 & 1.0% F.S.
Types 1XX.XX and 2XX.XX
(not including type 2XX.34 process gauges)

1 Pointer travel in vacuum range gauges is counter-clockwise

Pressure ranges
Size 1½", 2" & 2½" Size 3½", 4" & 6"

Range Fig. inter. Grad. inter. Fig. inter. Grad. inter.
PSI PSI PSI PSI PSI
10 2 0.2 -- --
15 3 0.2 3 0.2
30 5 0.5 5 0.5
60 10 1 10 1
100 20 2 10 1
160 20 2 20 2
200 50 5 20 2
300 50 5 50 5
400 100 10 50 5
600 100 10 100 10
800 200 20 100 10
1,000 200 20 100 10
1,500 300 20 300 20
2,000 500 50 200 20
3,000 500 50 500 50
5,000 1,000 100 500 50
7,500 1,000 100 -- --
10,000 2,000 200 1,000 100
15,000 3,000 200 3,000 200
20,000 --- --- 2,000 200
Vacuum range ¹
Range Fig. inter. Grad. inter. Fig. inter. Grad. inter.
30-0 "Hg 5 "Hg 0.5 "Hg 5 "Hg 0.5 "Hg
Compound ranges
Range Fig. inter. Grad. inter. Fig. inter. Grad. inter.
“Hg        PSI “Hg      PSI “Hg    PSI “Hg    PSI “Hg    PSI
30 -0-    15 10        5 1        0.5   5        3   1      0.5
30 -0-    30 10       10 2       1  10       5  1       0.5
30 -0-    60 30       20 2        2  10      10  2       2

30 -0-    100 30       20 5        2  30      10  5       2
30 -0-    160 30       20 10      5 30       20  5       5
30 -0-    200 30       20 10      5 30       20 5        5

Pressure ranges
Size  4½",  6"

Range Fig. inter. Grad. inter.
PSI PSI PSI
15 1 0.1
30 5 0.2
60 5 0.5
100 10 1
160 20 1
200 20 2
300 50 2
400 50 5
600 50 5
800 100 10
1,000 100 10
1,500 200 10
2,000 200 20
3,000 500 20
5,000 500 50
10,000 1,000 100
15,000 2,000 100
20,000 2,000 200
Vacuum range ¹
Range Fig. inter. Grad. inter.
30 - 0 "Hg 5 "Hg 0.2 "Hg
Compound ranges
Range Fig. inter. Grad. inter.
"Hg   PSI "Hg   PSI "Hg   PSI
30-0-15  5        3  0.5    0.2
30-0-30 10       5  1       0.5
30-0-60 10      10  1       1
30-0-100 30      10  2       1
30-0-160 30      20  5       2
30-0-200 30      20  5       2

Standard Dial Layouts
Accuracy (+/-) 0.5% of span
Type 2XX.34 process gauges

ABBREVIATIONS
Fig. inter. - spacing between numbers (figures) printed on dial.
Grad. inter. - spacing between tick marks (graduations) printed on dial.
F.S. - full scale.  All accuracies are percentages of the full scale range of the gauge.
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REFERENCES

 References   >  Standard Dial Layouts

Standard Dial Layouts
Accuracy (+/-) 0.25% of span
Type 3XX.XX test gauges

Pressure ranges
 Size   4" & 6"

Range Fig. inter. Grad inter.
PSI PSI PSI
15 1 0.05
60 5 0.2
100 10 0.5
160 10 1
200 20 1
400 50 2
600 50 2
800 100 5
3000 200 10
5000 500 20
10000 1000 50
15000 1000 50
20000 2000 100
Vacuum range ¹
Range Fig. inter.      Grad  inter.
30-0 "Hg 2 " Hg 0.1 " Hg
Compound ranges
Range Fig. inter. Grad inter.
" Hg     PSI             " Hg       PSI " Hg         PSI
30 -0- 15 5           5    0.2        0.1
30 -0- 30 5           5   0.5        0.2
30 -0- 60 5           5   1           0.5
30 -0- 100 10        10   1           0.5
30 -0- 160 10        10   2           1
30 -0- 2000 20       20   2           1

Accuracy (+/-) 0.1% of span
Type 342.11 precision test gauges

Pressure ranges
 Size   10"

Range Fig. inter. Grad inter.
PSI PSI PSI
10 0.5 0.02
15 0.5 0.02
20 1 0.05
30 1 0.05
60 2 0.1
100 5 0.2
150 5 0.2
200 10 0.5
300 10 0.5
400 20 1
600 20 1
800 20 1
1,000 50 2
1,500 50 2
2,000 100 5
3,000 100 5
4,000 200 10
5,000 500 10
6,000 200 10
7,500 500 20
10,000 500 20
15,000 500 20
20,000 1,000 50
Range Fig. inter.      Grad inter.
in. water in. water in. water
300 15 0.5
400, 500, 600, 800 20 1
1,000 50 2
Vacuum range ¹
Range Fig. inter. Grad inter.
30-0 "Hg 2 "Hg 0.1 "Hg
Compound ranges
Range Fig. inter. Grad inter.
" Hg     PSI             "Hg       PSI "Hg         PSI
30 -0- 15 5           2    0.1        0.1
30 -0- 30 5           2   0.1        0.1
30 -0- 60 5           5   0.2        0.5
30 -0- 100 10         5   0.5        0.5
30 -0- 150 10       10   1           0.5
30 -0- 300 10       10   1           0.5

1 Pointer travel in vacuum range gauges is counter-clockwise

ABBREVIATIONS
Fig. inter. - spacing between numbers (figures) printed on dial.
Grad. inter. - spacing between tick marks (graduations) 
printed on dial.
F.S. - full scale.  All accuracies are percentages of the 
full scale range of the gauge.
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REFERENCES

 References   >  Standard Dial Layouts

Accuracy (+/-) 1.5% & 2.5% of span
Type 4XX.XX Sealgauges

Standard Dial Layouts

Pressure ranges
Sealgauge sizes 4" & 6"

Range Fig. inter. Grad. inter.
in. water in. water in. water
5 1 0.10
10 1 0.10
15 3 0.25
30 5 0.50
60 10 1
100 10 1
200 20 2
Range Fig. inter. Grad. inter.
Oz./Sq. in. Oz./Sq. in. Oz./Sq. in.
5 1 0.10
10 1 0.10
15 3 0.25
20 2 0.20
30 5 0.50
35 5 0.50
60 10 1
100 20 2
180 50 5
Range Fig. inter. Grad. inter.
PSI PSI PSI
10 1 0.2
15 3 0.5
30 5 0.5
60 10 1
100 10 1
160 20 2
200 20 2
300 50 5
400 50 5
600 50 5
Vacuum range1

Range Fig. inter. Grad. inter.
PSI PSI PSI
30-0 "Hg 5 "Hg 0.5 "Hg
Compound ranges
Range Fig. inter. Grad. inter.
"Hg     PSI "Hg        PSI "Hg     PSI
30 - 0 - 10   5            2   0.5     0.2
30 - 0 - 15   5            3   1        0.5
30 - 0 - 30   10          5   1        0.5
30 - 0 - 60   10          10   2          2
30 - 0 - 100   10          10   5          2
30 - 0 - 160   30          20   5          2
30 - 0 - 200   30          20   5          2
30 - 0 - 300   30          50   5          2
30 - 0 - 400   30          50   10        5

1 Pointer travel in vacuum range gauges is counter-clockwise

ABBREVIATIONS
Fig. inter. - spacing between numbers (figures) printed on dial.
Grad. inter. - spacing between tick marks (graduations) 
printed on dial.
F.S. - full scale.  All accuracies are percentages of the 
full scale range of the gauge.
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 References   >  Standard Dial Layouts

Pressure range
Size 2½”        Size 4”
Range
(dual scale)

Fig. inter.
(dual scale)

Grad. inter.
(dual scale)

Fig. inter.
(dual scale)

Grad. inter.
(dual scale)

 Inch                (mm 
water               water)

   Inch             (mm 
   water           water)

  Inch             (mm 
  water           water)

  Inch             (mm 
  water           water)

  Inch             (mm 
  water           water)

  15                   (380)    5                    (100)   0.5                 (10)   3                    (50)   02                  (5)
  30                   (760)    5                    (200)   0.5                 (10)   5                    (100)   0.5                 (10)
  60                   (1,500)    10                  (500)   1                    (50)   10                  (300)   1                    (20)
  100                (2,500)    20                  (500)   2                    (50)   10                  (500)   1                    (50)
  200                (5,000)    50                  (1,000)   5                    (100)   20                  (1,000)   2                    (100)
Range 
(dual scale)

Fig. inter. 
(dual scale)

Grad. inter.
(dual scale)

Fig. inter.
(dual scale)

Grad. inter. 
(dual scale)

Oz./               (mm 
Sq.in.            water)

  Oz./                (mm 
  Sq. in.             water)

  Oz./               (mm 
  Sq. in.            water)

  Oz./                (mm 
  Sq. in.             water)

   Oz./            (mm 
   Sq. in.         water)

10                   (400)   2                     (100)   0.2                    (10)    1                      (100)    0.1               (10)
15                   (660)   5                     (100)   0.5                    (10)    3                      (100)    0.2               (10)
20                   (880)   5                     (200)   0.5                    (20)    2                      (200)    0.2               (20)
30                   (1,320)   5                     (200)   0.5                    (50)    5                      (200)    0.5               (20)
35                   (1,540)   5                     (500)   0.5                    (50)    5                      (300)    0.5               (20)
60                   (2,640) 10                     (500)    1                      (50)   10                     (500)    1                  (50)
Range 
(dual scale)

Fig. inter. 
(dual scale)

Grad. inter.     
(dual scale)

Fig. inter.
(dual scale)

 Grad. inter. 
 (dual scale)

Oz./                (mm 
Sq. in.             water)

  Oz./              (mm 
  Sq. in.           water)

  Oz./               (mm 
  Sq. in.            water)

  Oz./               (mm 
 Sq. in.             water)

  Oz./            (mm 
  Sq. in.         water)

20                     (34)   20                   (34)   20                    (34)   20                    (34)   20                 (34)
20                     (34)   20                   (34)   20                    (34)   20                    (34)   20                 (34)
Range Fig. inter. Grad. inter.     Fig. inter.  Grad. inter. 

PSI PSI PSI PSI PSI
3 0.5 0.05 0.5 0.05
5 1 0.1 0.5 0.5
10 2 0.2 1 0.1
Vacuum range ¹
Range 
(dual scale)

Fig. inter. 
(dual scale)

Grad. inter.     
(dual scale)

Fig. inter.
(dual scale)

 Grad. inter. 
(dual scale)

 Inch                (mm 
water               water)

 Inch                (mm 
water               water)

 Inch                (mm 
water               water)

 Inch                (mm 
water               water)

 Inch                (mm 
water               water)

   30-0                (760)    5                      (200)   0.5                    (20)     5                     (7100)    0.5                 (10)

Accuracy (+/-) 1.5% F.S.
Type 6XX.XX low pressure gauges

Standard Dial Layouts

1 Pointer travel in vacuum range gauges is counter-clockwise

ABBREVIATIONS
Fig. inter. - spacing between numbers (figures) printed on dial.
Grad. inter. - spacing between tick marks (graduations) printed on dial.
F.S. - full scale.  All accuracies are percentages of the full scale range of the gauge.
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 References   >  Conversion Chart

°F = ( 9/5 °C ) + 32     °C = 5/9 ( °F - 32 )

How to convert from °Celsius to °Fahrenheit, or °Fahrenheit to °Celsius
Locate the known temperature (either Fahrenheit or Celsius) in the center shaded column.   

Read left to convert from Celsius to Fahrenheit,  
or right to convert from Fahrenheit to Celsius.

To oF	     From	 To oC 
-148	 -100	 -73.33
-144.4	 -98	 -72.22
-140.8	 -96	 -71.11
-137.2	 -94	 -70
-133.6	 -92	 -68.89
-130	 -90	 -67.78
-126.4	 -88	 -66.67
-122.8	 -86	 -65.56
-119.2	 -84	 -64.45
-115.6	 -82	 -63.34
-112	 -80	 -62.23
-108.4	 -78	 -61.12
-104.8	 -76	 -60.01
-101.2	 -74	 -58.9
-97.6	 -72	 -57.79
-94	 -70	 -56.68
-90.4	 -68	 -55.57
-86.8	 -66	 -54.46
-83.2	 -64	 -53.35
-79.6	 -62	 -52.24
-76	 -60	 -51.13
-72.4	 -58	 -50.02
-68.8	 -56	 -48.91
-65.2	 -54	 -47.8
-61.6	 -52	 -46.69
-58	 -50	 -45.58
-54.4	 -48	 -44.47
-50.8	 -46	 -43.36
-47.2	 -44	 -42.25
-43.6	 -42	 -41.14
-40	 -40	 -40.03
-36.4	 -38	 -38.92
-32.8	 -36	 -37.81
-29.2	 -34	 -36.7
-25.6	 -32	 -35.59
-22	 -30	 -34.48
-18.4	 -28	 -33.37
-14.8	 -26	 -32.26
-11.2	 -24	 -31.15
-7.6	 -22	 -30.04
-4	 -20	 -28.93
-0.4	 -18	 -27.82
3.2	 -16	 -26.71
6.8	 -14	 -25.6
10.4	 -12	 -24.49
14	 -10	 -23.38
17.6	 -8	 -22.27
21.2	 -6	 -21.16
24.8	 -4	 -20.05
28.4	 -2	 -18.94
32	 0	 -17.83
35.6	 2	 -16.72
39.2	 4	 -15.61
42.8	 6	 -14.5
46.4	 8	 -13.39
50	 10	 -12.28
53.6	 12	 -11.17
57.2	 14	 -10.06
60.8	 16	 -8.95
64.4	 18	 -7.84
68	 20	 -6.73
71.6	 22	 -5.62

To oF	     From	 To oC 
75.2	 24	 -4.51
78.8	 26	 -3.4
82.4	 28	 -2.29
86	 30	 -1.18
89.6	 32	 -0.07
93.2	 34	 1.04
96.8	 36	 2.15
100.4	 38	 3.26
104	 40	 4.37
107.6	 42	 5.48
111.2	 44	 6.59
114.8	 46	 7.7
118.4	 48	 8.81
122	 50	 9.92
125.6	 52	 11.03
129.2	 54	 12.14
132.8	 56	 13.25
136.4	 58	 14.36
140	 60	 15.47
143.6	 62	 16.58
147.2	 64	 17.69
150.8	 66	 18.8
154.4	 68	 19.91
158	 70	 21.02
161.6	 72	 22.13
165.2	 74	 23.24
168.8	 76	 24.35
172.4	 78	 25.46
176	 80	 26.57
179.6	 82	 27.68
183.2	 84	 28.79
186.8	 86	 29.9
190.4	 88	 31.01
194	 90	 32.12
197.6	 92	 33.23
201.2	 94	 34.34
204.8	 96	 35.45
208.4	 98	 36.56
212	 100	 37.67
215.6	 102	 38.78
219.2	 104	 39.89
222.8	 106	 41
226.4	 108	 42.11
230	 110	 43.22
233.6	 112	 44.33
237.2	 114	 45.44
240.8	 116	 46.55
244.4	 118	 47.66
248	 120	 48.77
251.6	 122	 49.88
255.2	 124	 50.99
258.8	 126	 52.1
262.4	 128	 53.21
266	 130	 54.32
269.6	 132	 55.43
273.2	 134	 56.54
276.8	 136	 57.65
280.4	 138	 58.76
284	 140	 59.87
287.6	 142	 60.98
291.2	 144	 62.09
294.8	 146	 63.2

To oF	     From	 To oC 
298.4	 148	 64.31
302	 150	 65.42
305.6	 152	 66.53
309.2	 154	 67.64
312.8	 156	 68.75
316.4	 158	 69.86
320	 160	 70.97
323.6	 162	 72.08
327.2	 164	 73.19
330.8	 166	 74.3
334.4	 168	 75.41
338	 170	 76.52
341.6	 172	 77.63
345.2	 174	 78.74
348.8	 176	 79.85
352.4	 178	 80.96
356	 180	 82.07
359.6	 182	 83.18
363.2	 184	 84.29
366.8	 186	 85.4
370.4	 188	 86.51
374	 190	 87.62
377.6	 192	 88.73
381.2	 194	 89.84
384.8	 196	 90.95
388.4	 198	 92.06
392	 200	 93.17
395.6	 202	 94.28
399.2	 204	 95.39
402.8	 206	 96.5
406.4	 208	 97.61
410	 210	 98.72
413.6	 212	 99.83
417.2	 214	 100.94
420.8	 216	 102.05
424.4	 218	 103.16
428	 220	 104.27
431.6	 222	 105.38
435.2	 224	 106.49
438.8	 226	 107.6
442.4	 228	 108.71
446	 230	 109.82
449.6	 232	 110.93
453.2	 234	 112.04
456.8	 236	 113.15
460.4	 238	 114.26
464	 240	 115.37
467.6	 242	 116.48
471.2	 244	 117.59
474.8	 246	 118.7
478.4	 248	 119.81
482	 250	 120.92
485.6	 252	 122.03
489.2	 254	 123.14
492.8	 256	 124.25
496.4	 258	 125.36
500	 260	 126.47
503.6	 262	 127.58
507.2	 264	 128.69
510.8	 266	 129.8
514.4	 268	 130.91
518	 270	 132.02

To oF	     From	 To oC 
968	 520	 271.11
971.6	 522	 272.22
975.2	 524	 273.33
978.8	 526	 274.44
982.4	 528	 275.56
986	 530	 276.67
989.6	 532	 277.78
993.2	 534	 278.89
996.8	 536	 280
1000.4	 538	 281.11
1004	 540	 282.22
1007.6	 542	 283.33
1011.2	 544	 284.44
1014.8	 546	 285.56
1018.4	 548	 286.67
1022	 550	 287.78
1040	 560	 293.33
1058	 570	 298.89
1076	 580	 304.44
1094	 590	 310
1112	 600	 315.66
1130	 610	 321.11
1148	 620	 326.22
1166	 630	 332.22
1184	 640	 337.78
1202	 650	 343.33
1220	 660	 348.89
1238	 670	 354.44
1256	 680	 360
1274	 690	 365.56
1292	 700	 371.11
1310	 710	 376.67
1328	 720	 382.22
1346	 730	 387.7
1364	 740	 393.33
1382	 750	 398.89
1400	 760	 404.44
1418	 770	 410
1436	 780	 415.56
1454	 790	 421.11
1472	 800	 426.67
1490	 810	 432.22
1508	 820	 437.78
1526	 830	 443.33
1544	 840	 448.89
1562	 850	 454.44
1580	 860	 460
1598	 870	 465.56
1616	 880	 471.11
1634	 890	 476.67
1652	 900	 482.22
1670	 910	 487.78
1688	 920	 493.33
1706	 930	 498.89
1724	 940	 504.44
1742	 950	 510
1760	 960	 515.56
1778	 970	 521.11
1796	 980	 526.67
1814	 990	 532.22
1832	 1000	 537.78

To oF	 From	 To oC 
744.8	 396	 201.95
748.4	 398	 203.06
752	 400	 204.17
755.6	 402	 205.28
759.2	 404	 206.39
762.8	 406	 207.5
766.4	 408	 208.61
770	 410	 209.72
773.6	 412	 210.83
777.2	 414	 211.94
780.8	 416	 213.05
784.4	 418	 214.16
788	 420	 215.27
791.6	 422	 216.38
795.2	 424	 217.49
798.8	 426	 218.6
802.4	 428	 219.71
806	 430	 220.82
809.6	 432	 221.93
813.2	 434	 223.04
816.8	 436	 224.15
820.4	 438	 225.26
824	 440	 226.37
827.6	 442	 227.48
831.2	 444	 228.59
834.8	 446	 229.7
838.4	 448	 230.81
842	 450	 231.92
845.6	 452	 233.03
849.2	 454	 234.44
852.8	 456	 235.56
856.4	 458	 236.67
860	 460	 237.78
863.6	 462	 238.89
867.2	 464	 240
870.8	 466	 241.11
874.4	 468	 242.22
878	 470	 243.33
881.6	 472	 244.44
885.2	 474	 245.56
888.8	 476	 246.67
892.4	 478	 247.78
896	 480	 248.89
899.6	 482	 250
903.2	 484	 251.11
906.8	 486	 252.22
910.4	 488	 253.33
914	 490	 254.44
917.6	 492	 255.56
921.2	 494	 256.67
924.8	 496	 257.768
928.4	 498	 258.89
932	 500	 260
935.6	 502	 261.11
939.2	 504	 262.22
942.8	 506	 263.33
946.4	 508	 264.44
950	 510	 265.56
953.6	 512	 266.67
957.2	 514	 267.78
960.8	 516	 268.89
964.4	 518	 270

To oF	 From	 To oC 
521.6	 272	 133.13
525.2	 274	 134.24
528.8	 276	 135.35
532.4	 278	 136.46
536	 280	 137.57
539.6	 282	 138.68
543.2	 284	 139.79
546.8	 286	 140.9
550.4	 288	 142.01
554	 290	 143.12
557.6	 292	 144.23
561.2	 294	 145.34
564.8	 296	 146.45
568.4	 298	 147.56
572	 300	 148.67
575.6	 302	 149.78
579.2	 304	 150.89
585.8	 306	 152
586.4	 308	 153.11
590	 310	 154.22
593.6	 312	 155.33
597.2	 314	 156.44
600.8	 316	 157.55
604.4	 318	 158.66
608	 320	 159.77
611.6	 322	 160.88
615.2	 324	 161.99
618.8	 326	 163.1
622.4	 328	 164.21
626	 330	 165.32
629.6	 332	 166.43
633.2	 334	 167.54
636.8	 336	 168.65
640.4	 338	 169.76
644	 340	 170.87
647.6	 342	 171.98
651.2	 344	 173.09
654.8	 346	 174.2
658.4	 348	 175.31
662	 350	 176.42
665.6	 352	 177.53
669.2	 354	 178.64
672.8	 356	 179.75
676.4	 358	 180.86
680	 360	 181.97
683.6	 362	 183.08
687.2	 364	 184.19
690.8	 366	 185.3
694.4	 368	 186.41
698	 370	 187.52
701.6	 372	 188.63
705.2	 374	 189.74
708.8	 376	 190.85
712.4	 378	 191.96
716	 380	 193.07
719.6	 382	 194.18
723.2	 384	 195.29
726.8	 386	 196.4
730.4	 388	 197.51
734	 390	 198.62
737.6	 392	 199.73
741.2	 394	 200.84
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To use this chart:
1.  Find the column with the units you want to convert from. 
2.  Move down that column until you find the "1".
3.  Staying in the same row, move horizontally to the column with the units you are converting to.
4.  Multiply the number in that box by the amount you are changing from to get the converted value.   

References  >  Pressure Units Cross Reference Chart

Pressure Units Cross Reference Chart 

PSI atms.  H2O mm H2O cm H2O oz/in2 Kg/cm2 "Hg

1 0.0681 27.71 703.8 70.38 16 0.0704 2.036
14.7 1 407.2 10,343 1,034.3 235.1 1.033 29.92

0.0361 0.00246 1 25.4 2.54 0.5775 0.00254 0.0735
0.001421 0.000097 0.0394 1 0.1 0.0227 0.0001 0.00289
0.01421 0.000967 0.3937 10 1 0.227 0.001 0.0289
0.0625 0.00425 1.732 43.986 4.40 1 0.0044 0.1273
14.22 0.968 394.1 100,010 1,001 227.6 1 28.96

0.4912 0.03342 13.61 345.7 34.57 7.858 0.0345 1
0.01934 0.001316 0.536 13.61 1.361 0.310 0.00136 0.0394
0.1934 0.01316 5.358 136.1 13.61 3.10 0.0136 0.394
0.0145 0.000987 0.4012 10.21 1.021 0.2321 0.00102 0.0295
14.504 0.987 401.9 10,210 1021 232.1 1.02 29.53

0.000145 0.00001 0.00402 0.102 0.0102 0.00232 0.00001 0.000295
0.14504 0.00987 4.019 102.07 10.207 2.321 0.0102 0.295
145.04 9.869 4019 102,074 10,207 2321 10.2 295.3

mm Hg
(Torr)

cm Hg mbar bar Pa (Nm2) kPa MPa

51.715 5.17 68.95 0.0689 6895 6.895 0.0069
760 76 1013 1.013 101,325 101.3 0.1013

1.866 0.187 2.488 0.00249 248.8 0.249 0.00025
0.0735 0.00735 0.098 0.000098 9.8 0.0098 0.00001
0.735 0.0735 0.98 0.00098 98 0.098 0.0001
3.232 0.323 4.31 0.00431 431 0.431 0.00043
735.6 73.56 980.7 0.981 98,067 98.07 0.0981
25.4 2.54 33.86 0.0339 3386 3.386 0.00339

1 .1 1.333 0.001333 133.3 0.1333 0.000133
10 1 13.33 0.01333 1333 1.333 0.00133

0.75 0.075 1 0.001 100 0.1 0.0001
750 75 1000 1 100,000 100 0.1

0.0075 0.00075 0.01 0.00001 1 0.001 0.000001
7.5 0.75 10 0.01 1,000 1 0.001

7500 750 10,000 10 1,000,000 1,000 1


