




















Accessories
WIKA Configuration Software: free-of-charge download via www.wika.de

DIH50-F with field housing, adapter

Model Design Special features Dimensions Order No.

DIH50-F with
field housing

Aluminium The DIH50 digital indicator needs no separate au- |[150 x 127 x 138 mm |on request
xiliary power supply / Automatically rescales to the
new measuring range and its units via supervision
of the HART®-Communication / 5-digit LC-Display
/ 20-Segment Bargraph / Display rotatable in 10°
steps / with explosion protection

111G EExia lIC

Adapter ‘ Plastic / suitable for TS 35 per DIN EN 60 715 60 x20 x 41.6 mm 3593789

stainless steel | (DIN EN 50 022) or TS 32 per DIN EN 50 035
Adapter Steel tin galva- | suitable for TS 35 per DIN EN 60 715 49 x 8 x 14 mm 3619851

nized (DIN EN 50 022)

(=
HART® Modem
Model Description Order No.
Model 010031 — — | USB interface, particularly for use with modern notebooks 11025166
Model 010001 @ RS232 interface 7957522
Model 010041 Bluetooth interface [EEx ia] IIC 11364254
HART® Communicator
Model Description Order No.
FC375HR1EKL9 HART® protocol, NIMH rechargeable battery, power supply 90 ... 240 VAC, 2297486
without EASY UPGRADE, ATEX Il 2G (1GD) EEx ia IIC T4
e
FC375HR1EKLU il HART® protocol, NIMH rechargeable battery, power supply 90 ... 240 VAC, 11107316
e with EASY UPGRADE, ATEX Il 2G (1GD) EEx ia lIC T4

MFC4150 HART® protocol, universal power supply, cable set incl. 250 Ohm resistance, 11405333

with DOF-Upgrade, with explosion protection @ c@“s

LISTED

DTM Collection, incl. PACTware
Model Description Order No.

DTM Collection incl. PACTware, includes DTMs for WIKA field instruments 12513636

PACTware

The specifications given in this document represent the state of engineering at the time of publishing.
We reserve the right to make modifications to the specifications and materials.

Page 8 of 8 WIKA Data Sheet TE 32.04 - 04/2010

IWIKA!I

WIKA Alexander Wiegand SE & Co. KG
Alexander-Wiegand-StraBe 30

63911 Klingenberg/Germany

Tel. (+49) 9372/132-0

Fax  (+49) 9372/132-406

E-mail info@wika.de

www.wika.de

04/2010 GB



